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 ICUTEC Energiespardampfsperre 
 

Product 
discription 

The ICUTEC Energiespardampfsperre is a 3-layer, regrind-free vapour-check and 
vapour-barrier film that meets all the requirements for professional installation in 
insulated pitched and flat roofs. With its special manufacturing and its combination of 
materials, the ICUTEC Energiespardampfsperre is a product that has been developed to 
the current state of the art. The ICUTEC Energiespardampfsperre prevents virtually all 
moisture from penetrating into heated rooms in the building, preventing mould 
formation and damp. The ICUTEC Energiespardampfsperre saves energy through a 
threefold better heat reflection compared to conventional vapour barriers. It also 
achieves a verifiable harmonisation of electromagnetic radiation with regard to the 
human organism. 
 

    
 
 

 ICUTEC Energiespar-
dampfsperre 

ICUTEC Energiespar-
dampfsperre 

 

 
 

Benefits Up to 30% more heat reflection; Sd value ≥ 100 m; reaction to fire: Class E; extremely 
robust; reaction to fire: Class E / EN 13501-1; installation friendly; airtight; heat-reflecting 
aluminium particles. 

 

 
 

Specification  Width: 
Length: 
Content: 

2.000 mm 
5 m 
10 m² 

2.000 mm 
12,5 m 
25 m² 

2.000 mm 
25 m 
50 m² 

 

 

 

Technical        
data 

Test Standard Unit Value 

Material   Polyethylene 
Fire rating EN 13501-1 / EN 11925-2 --- E 
Grammage EN 1848-2 g / m² approx. 117 
Sd value EN 12572 / EN 1931 m ≥ 100 
Longitudinal tensile strength EN12311-1 / EN 13859-1 N / 50 mm >135 
Transverse tensile strength EN12311-1 / EN 13859-1 N / 50 mm >130 
Longitudinal elongation EN12311-1 / EN 13859-1 % >300 
Transverse elongation EN12311-1 / EN 13859-1 % >500 
Longitudinal tear resistance EN12310-1 N >100 
Transverse tear resistance EN12310-1 N >110 
Colour   Blue / silver 
UV stabilisation   No 
Resistance to impact  mm >300 
Test Standard Unit Value 
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Use The ICUTEC Energiespardampfsperre with must be laid with the aluminium side on the 
inside, beginning from the adjacent components (gable end). It must be ensured that 
the ICUTEC Energiespardampfsperre overlaps by 20-30 cm in the area of the adjacent 
components (gable end, knee wall, ridge purlin). Fastening of the ICUTEC 
Energiespardampfsperre begins with the closest joist to the gable end and is carried 
out by stapling at intervals of approx. 15 cm. This fastening is continued at each joist. 
The ICUTEC Energiespardampfsperre should be laid tension-free. The overlaps at the 
end and beginning of the film should be positioned directly on the joists and overlap by 
approx. 10 cm. When using mat and panel type insulation materials, tensile stresses to 
the adhesive tape joints are to be expected (e.g. due to the weight of the insulation 
material), additional supporting battens may be necessary on these joints at the 
overlap. 
 

 

   
    

 

  

 

    
 

 

Storage  Without exposure to UV radiation as this can permanently impair the material 
properties. 

 
 

System 
components 

ICUTEC Icucral; ICUTEC Icusan; ICUTEC Dichtkleber; ICUTEC Icutape einseitig; ICUTEC 
Icutape beidseitig. 

 
 

Notes 

  
   

 
 
 
 
 

Our instructions for use, guidelines for use, product and service information and other technical specifications only 
serve as a guide, they only describe the properties of our products (value specifications/determinations at time of 
production) and services and do not constitute guaranteed characteristics. Owing to the wide-ranging areas of 
application of the individual products and the particular conditions (e.g. usage parameters, material properties etc.), it is 
incumbent on the user to test our products. Our applications engineering consulting - whether verbal, in writing or by 
way of tests is offered free of charge and is not legally binding. 
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