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 ICUTEC Unterdeckbahn 
 

Product 
discription 

The ICUTEC Unterdeckbahn is a breathable underlay and sarking membrane. The 3-
layer composite fleece and film membrane made from UV-stabilised special polyolefin 
fleeces meets the requirements of CE EN 13859-1 and of the most recent guidelines of 
the ZVDH. 
 

    
 
 

 ICUTEC Unterdeckbahn ICUTEC Unterdeckbahn  
 

 

Benefits  Sd value approx. 0.02 m; highly breathable; reaction to fire: Class E; walkable and non-
slip; suitable for temporary roofing purposes. 

 

 

 
  

 

Technical        
data 

Test Standard Unit Value 

Fire rating EN 13501-1 / EN 11925-2 --- E 
Grammage EN 1848-2 g / m² approx. 150 
Temperature resistance  °C -40 to +80 
Resistance to water 
penetration 

EN 20811 mm ≥ 3.000 

Sd value EN 12572 / EN 1931 m ≤ 0,03 
Resistance to water 
penetration 

EN 1928 / EN 13111 --- W1 

Longitudinal tensile 
strength 

EN12311-1 / EN 13859-1 N / 50 mm 310 (±40) 

Transverse tensile 
strength 

EN12311-1 / EN 13859-1 N / 50 mm 215 (±30) 

Longitudinal elongation EN12311-1 / EN 13859-1 % 45 (-15 / +35) 
Transverse elongation EN12311-1 / EN 13859-1 % 80 (-25 / +35) 
Longitudinal tear 
propagation resistance 

EN12310-1 / EN 13859-1 N 165 (-15 / +35) 

Transverse tear 
propagation resistance 

EN12310-1 / EN 13859-1 N 190 (-15 / +35) 

Cold bending behaviour EN 1109 / EN 495-5 °C -20 
ZVDH product data sheet  Table 1 UDB-A / USB-A 
UV resistance*  Months 3 
As temporary roofing*  Weeks 3 
Water vapour permeation 
rate 

 g/m²d approx. 1000 
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Specification  Width: 
Length: 

1.100 mm 
50 m 

 
 

  

 
 

Use  The ICUTEC Unterdeckbahn must be laid tension-free, parallel to the eaves. Fastening 
is performed using staples in enclosed areas and using clout nails in covered areas. 
Overlaps are taped using the single-sided "ICUTEC Icutape aussen“ adhesive tape. 
 
Non-ventilated roof structure:  
The membrane is laid over the ridge vertex. 
 
Ventilated roof structure:  
The membrane ends approx. 30 mm below the ridge vertex and is covered with an 
approx. 60-cm wide shroud stretched on the counter battens for ventilation and rain-
proofing purposes. 
 
In order to ensure the properties of the membrane, overlaps and penetrations must be 
taped up in accordance with the requirements. Nail seals must be inserted between 
the membrane and battens as necessary. In the eaves area, the membrane ends on 
the eaves flashing or underneath the gutter board. The membrane must not protrude 
from the structure. We recommend proper taping of the membrane at the eaves 
flashing and drip plate. At the verge, the ICUTEC Unterdeckbahn must extend as far as 
possible to the outside, wrapped upwards under the final counter batten and 
fastened. 
 

 

   
    

 

   
 

  



 

 

 

 

 

ICUTEC by ALUJET GmbH, Ahornstraße 16, D-82291 Mammendorf, Tel.: +49 8145 921 200, www.icutec.de 

Technical data sheet – Unterdeckbahn 

TD
17

07
 

Seite 3 von 3 

 
 

Storage Without exposure to UV radiation as this can permanently impair the material 
properties. 

 
 

Notes 

    
 

 

 
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Unsere Gebrauchsanweisungen, Verarbeitungsrichtlinien, Produkt- oder Leistungsangaben und sonstigen technischen 
Aussagen sind nur allgemeine Richtlinien; sie beschreiben nur die Beschaffenheit unserer Produkte (Werteangaben / -
ermittlung zum Produktionszeitpunkt) und Leistungen und stellen keine Garantie im Sinne des §443 BGB dar. Wegen der 
Vielfalt der Verwendungszwecke des einzelnen Produkts und der jeweiligen besonderen Gegebenheiten (z.B. 
Verarbeitungsparameter, Materialeigenschaften etc.)obliegt dem Anwender die eigene Erprobung; unsere kostenlose 
anwendungstechnische Beratung in Wort, Schrift und Versuch ist unverbindlicher Art. 
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